Selected Dimensions

Boom/Stick Option (HEX) 1
A. Shipping Length of Unit: 31 ft in 9450 mm
B. Shipping Height of Unit: 9.9 ft in 3000 mm
C. Max Loading Height: 22.7 ft in 6910 mm
D. Max Reach Along Ground: 31.9 ft in 9730 mm
E. Max Vertical Wall Digging Depth: 10 ft in 6100 mm
F. Max Digging Depth: 12 ft in 6700 mm

Dimensions
G. Width to Outside of Tracks: 9.2 ft in 2800 mm
H. Length of Track on Ground: 11.1 ft in 3370 mm
I. Ground Clearance: 1.5 ft in 450 mm
J. Tail Swing Radius: 1 ft in 2750 mm

Undercarriage
K. Shoe Size: 23.6 in 600 mm

Specification

Engine
Number of Cylinders: 4
Model: 2351
Rated Gross Power: 152.9 hp 114 Kw
Power Measured @: 2000 rpm
Displacement: 311.2 cu in 5.1 L

Operational
Operating Weight: 44553.4 lb 20200 kg
Hydraulic System Relief Valve Pressure: 4974.6 psi 34000 kPa
Hydraulic Pump Flow Capacity: 116.2 gpm/hr 440 L/min

Undercarriage
Track Size: 23.6 in 600 mm
Max Tract Speed: 3.7 mph 9 km/h

Buckets
Standard Bucket Capacity: 1.3 yd³ 0.9 1.5 m³

Boom/Stick Option (HEX) 1
Shipping Length of Unit: 0.6 ft in 0.030 m
Shipping Height of Unit: 0.6 ft in 0.045 m
Max Loading Depth: 22 ft in 6700 mm
Max Reach Along Ground: 31.4 ft in 9750 mm
Max Vertical Wall Digging Depth: 20 ft in 6100 mm

Dimensions
Width to Outside of Tracks: 9.2 ft in 2800 mm
Ground Clearance: 1.5 ft in 450 mm
Tail Swing Radius: 1 ft in 2750 mm
Length of Track on Ground: 11.1 ft in 3370 mm